
Verstell- und Kraftübertragungselemente . Adjustable- and power transmission elements

u

 New development

 Replacement demand Manufacturer/source as before:

Planned purchase quantity  Single piece/small series    Series    pieces/year

General requirements/sizes

Flexible shaft Ø: mm Length (D): mm

Inner core Ø: mm Length (D): mm

Protective casing Ø: mm Length (D): mm  Metal    Plastic    Rubber

u Description of connecting parts (as necessary  sketch or  drawing separately)

Length in total (GSL)

Output
left

Inner core Drive
right

Protective casing

Construction connecting parts left side Construction connecting parts right side

Inner core: Inner core:

Protective casing: Protective casing:

u Characteristic values

Drive:    manual    mechanical Direction of rotation:    left    right    both

Power (P): kW Torque (M): Nm

Driving speed (n): rpm Runtime max.: Runtime: min Run cycles:

u Fitting/laying

 Straight with offset

 Curved ( U-/  S-/ oder  L-Form) Radius of bend minimum R: mm

u Operational environment

 Heat up to °C  Coldness up to        °C  (Salt) water  Oil  Dust  Dirt

u Application

 Agriculture  Machine construction  Medical engineering  Aviation industry  Mining  Handcraft

 Plant engineering  Automobile industry  Food industry

u Notes:

Enquiry sheet VST
My request for flexible shaft, gears, cranks, ...

Company:

Adress:

Contact person: Department:

Phone: Fax:

Email: Web:

u

Please send it by mail (info@haspa-gmbh.de), or as fax +49 (0) 7266 - 91 48-30
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